




3. Volume Control
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Adjust the output amplitude of the amplifier
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        Common knowledge:  
        Try to use the shielded wire, the higher density shielding layer is the better.  
        Try to select balance connection for input, to reduce noise interference.  
         Selection of non balance connection, the shorter the better, preferably not more than 3m.  
         The weak signal line should avoid to parallel with the power line and the power output line, 
otherwise it might produce noise.  
        Before changing any connection, please turn off all equipments. Otherwise, it may cause 
damage to hearing and speakers. 

Balanced analog input and 
AES3 digital input connection

Non balanced analog input 
connection

GND SHIELD
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ITEM  DA18K4 DA24K2 

8Ω Stereo Power(RMS) 1800W ×4 2400W ×2 

4Ω Stereo Power(RMS) 2800W ×4 4100W ×2 

2Ω Stereo Power(RMS) 4500W ×4 6300W ×2 

8Ω Bridged Power(RMS) 5600W x2 8200W 

4Ω Bridged Power(RMS) 9000W x2 12600W 

Frequency response 

8Ω ，20Hz--20kHz ，1/8 rated power 
±0.5dB 

 1KHz THD： 0.01-0.03% 

Signal-to-Noise Ratio 8Ω, 1kHz ,1v 

Sensitivity 
>=104dB 

Input sensitivity (rated power 8Ω) 0.775V/1V/32dB selectable 

Cross- talk( 20Hz- 1kHz, below Rated 

Power ) 
>=70 dB 

Input Connectors (per channel) 3-pin XLR, electronically balanced 

Output Connectors (per channel) Neutrik speakON 

Class D 

TourClass Protection 
Under voltage, DC, Over temperature, 

Over load limiter,  short protection 

Operating voltage 90V-260V 

Input impedance 20kΩ（Balance），10kΩ（Unbalance） 

Damp Factor  >=5000 

Dimensions(WXHXD) mm 480x430x44mm 480x330x44mm 

Packing dimension (mm) 532x522x103mm 515x415x103mm 

Net weight(kg) 10.3kg 8.7kg 

Gross weight(kg) 13kg 10.5kg 
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